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TOOLS 


UNWRAPPER, WIRE - DESCRIPTION 


1. GENERAL 


1.01 This section covers uncoded Bell System 
wire-unwrapper tools. 


1.02 When this section is reissued, the reason for 
reissue will be listed in this paragraph. 


1.03 The information contained in this section 
supersedes the corresponding information 
in Section 074-850-101. 


K5S-16450 L1 


KS-i6368, L3 
TRANSFORMER 


KS~16450, LIZ 
CABLE ASSEMBLY , 


a Ck eer 


KS-t6450,L14 


K5-16450,L10 KS-16450, LI13 CABLE SWIVE: 


UNWRAPPING NUT 


BIT ASSEMBLY KS-16450, LII 


HANDLE 


A heated wire-unwrapper tool for use in loosening 
and removing soldered-wrapped connections of 
22-, 24-, and 26-gauge wires. Replacement 
procedures for parts are covered in Section 
075-121-802. 


KS-16492 L1 
Replaced by KS-16492 L2 wire-unwrapper. 


KS-16492 L2 
Replaced by KS-20827 L1 wire-unwrapper. 
KS-20551 L1 
Replaced by KS-20551 L2 wire-unwrapper. 
KS-20651 L2 


41N, 


5-1/4 in, 


A manually operated wire-unwrapper tool used for 
removing wire from terminals having 
solderless-wrapped connections on the AMA 
translator frame and in areas of extreme wire 
congestion. Will accommodate terminals with 
cross-section dimensions up to 0.032 by 0.062 
inches or with diagonal dimensions up to 0.070 
inches, 


KS-20827 L1 


1/8 IN, | i 
jones THRUST KNOB 
RETRACTED TO 
SHOW BIT 


——————SESESESESEEa 
——— 
5-1/8 IN, APPROX. 


A manually operated wire-unwrapper tool, with an 
insulated retractable sleeve, used primarily to 
unwrap and remove solderless-wrapped 
connections of 22-, 24-, and 26-gauge wires. 
Replaces the KS-16492 L2 wire-unwrapper. 


